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NOTES:

End of #6 longitudinal bar must be 2" ±•" clear from transverse joint.

OPTIONAL DETAIL "B"
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TT

BAR
#6 LONGITUDINAL

#6 LONGITUDINAL BAR

ES OR EP

SEE NOTE 3

EMBANKMENT,

See Note 4

BASE

0.92'

0.17'TT/2

For concrete pavement

1'

FG

Var

30^

DETAIL "B"

SEE NOTE 3

EMBANKMENT,
BASE

FG

3. For locations and limits of embankment see project plans.

HP

30^

 2

SEE NOTE

CASE K

ES OR EP

BASE

FG

Tapered Edge - Fill Section, HW > 1'

HW > 1'

SEE NOTE 3

EMBANKMENT,
OG

ES OR EP

BASE
SEE NOTE 3

EMBANKMENT, FG

HW < 1'

Vertical Edge - Fill Section, HW < 1'

HP

OG

CASE L

FG

ES OR EP

BASE

HW < 1'

Vertical Edge - Cut Section, HW < 1'

HP

CASE N

FILL SECTION

CUT SECTION

30^

FG

2

SEE NOTE 

ES OR EP

OG

HW > 1'

HP

SEE NOTE 3

EMBANKMENT,

CASE M

LEGEND:

ABBREVIATIONS:

HMA OR CONCRETE PAVEMENT

HW   HINGE WIDTH, DISTANCE FROM ES OR EP TO HP

TRANSVERSE JOINT

6" CLEAR FROM 

20" #6 @ 24" C-C

2. Details shown for HMA pavement thickness less than 0.43'. See Detail "B" for HMA pavement

OG

thickness more than 0.43' or concrete pavement.

more than 0.43' or concrete pavement

For HMA pavement thickness

HMA PAVEMENT

CONCRETE PAVEMENT

TE, Var
TE   TAPERED EDGE

TE

0.75'

ES OR EP

TT   TOTAL THICKNESS OF TE

Tapered Edge - Cut Section, HW > 1'

TE, Var

TE

4. Tapered edge transverse joint must match pavement transverse joint.

5. Tapered edge is not needed in the area of MGS, barrier, right turn lane and

BASE

Balasubramanian

Srikanth N.

C56426

6-30-19

CIVIL

I

   acceleration lane. See Standard Plan P74.

1. For limits of tapered edge and vertical edge treatments, see Standard Plan P74

1-29-18

P76

2
0
1
8
 

S
T

A
N

D
A

R
D
 

P
L

A
N
 

P
7

6

1
9
0

May 31, 2018


